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Certification

Body
SETSCO SAC s

CERTIFICATE OF CONFORMITY

This Certificate is issued to

PUMPQUIP ENGINEERING PTELTD

(UEN No.: 198203682E)

8 Kaki Bukit Road 2, #02-16 Ruby Warehouse Complex, Singapore 417841

For Product Certification Scheme: Type 5

Product

Brand

Model

Country of Origin

Product Details

Fire Pump

ALLEN GWYNNES

Refer to Appendix

Malaysia

A single stage, end suction, back pullout, horizontal shaft,

electric motor driven centrifugal fire pump.
Refer to Appendix for details.

which has complied with the requirements of the scheme based on the following:

STANDARD(S)
AS 2941: 2013

TEST REPORT(S)

PSB Singapore Test Report No.: 2550009565/CMC
PSB Singapore Test Report No.: G62678/CMC

TUV SUD PSB Test Report No.: 7191044478-MEC12-JC
TUV SUD PSB Assessment Report No.: 7191191608-MEC18-JC

Detailed configuration and installation shall be referenced to the certified report(s) statedabove.

Certificate No
FSP-2011-0028

-

Dixon Ng (Mr)
Program Manager
SETSCO Services Pte Ltd
531 Bukit Batok Street23
Singapore 652547

Date of Issue Date of Expiry
20/09/2022 12/06/2027

This Certificate is part of full report and should be read in conjunction with it. This Certificate remains the property of SETSCO Services Pte Ltd (SETSCO) and shall be
returned upon request. The use of this Certificate is subjected to the terms and conditions of the SETSCO Product Certification Scheme. The manufacturer is solely
responsible for the compliance of any product that has the same designation as the product type-tested. Persons relying on this Certificate should verify its validity

by checking it at www.setsco.com

The use of the SAC accreditation mark indicates accreditation in respect of those activities covered by the accreditation certificate number PD-2010-10.

SETSCO SERVICES PTE LTD (Company Registration No. 196900269D) 531 Bukit Batok Street 23 Singapore 659547 Tel No: (65) 6566 7777 Fax No: (65) 6566 7718
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SETSCO
Pump Model Nominal Speed (rpm) | Impeller Diameter (mm]) Head (m)
80-50-250DS 2950 215 61.0
80-50-3156FS 2950 300 110.5
100-80-160BS
(fitted with 68mm 2950 188 36.3
discharge orifice)
100-80-200CS 2950 220 62.4
100-80-250DS
(fitted with 49mm 2950 292 107.4
discharge orifice)
125-100-200BS 2950 234 53.2
125-100-250CS 2950 275 81.5
125-100-315CS 2950 300 98.2
125-125-160AS 2950 205 447
150-125-250BS 2950 240 65.5
150-125-315CS 1450 323 33.8

200-150-460DS
(fitted with 100mm 1450 410 54.2
discharge orifica)

200-200-430CS 1450 431 58.8
200-200-540D3 1450 542 95.6
250-200-610DS 1450 485 7.7

P

Dixon Ng (Mr)

Program Manager
SETSCQ Services Pte Ltd
531 Bukit Batok Street 23

Singapore 659547
Certificate No Date of Issue Date of Expiry
FSP-2011-0028 20/09/2022 12/06/2027

Amendments or additions to this appendix other than those authorized by SETSCO render the appendix invalid.
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